


All Ultrex® SerieS roUnd topS

Jambs
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Mas. opg. (mm) 2' - 6" (762)
rgh. opg. (mm) 2' - 6" (762)
Frame Size (mm) 2' - 5 1/2" (749)
Glass Size (mm) 27 5/32" (690)

iFrt 2613
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Mas. opg. (mm) 2' - 8" (914)
rgh. opg. (mm) 2' - 8" (914)
Frame Size (mm) 2' - 7 1/2" (902)
Glass Size (mm) 29 5/32" (741)

iFrt 2814
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Mas. opg. (mm) 3' - 0" (914)
rgh. opg. (mm) 3' - 0" (914)
Frame Size (mm) 2' - 11 1/2" (902)
Glass Size (mm) 33 3/16" (995)

iFrt 3016
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Mas. opg. (mm) 3' - 6" (1067)
rgh. opg. (mm) 3' - 6" (1067)
Frame Size (mm) 3' - 5 1/2" (1054)
Glass Size (mm) 39 3/16" (995)

iFrt 3619
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Mas. opg. (mm) 4' - 0" (1219)
rgh. opg. (mm) 4' - 0" (1219)
Frame Size (mm) 3' - 11 1/2" (1207)
Glass Size (mm) 45 3/16" (1148)

iFrt 4020
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Mas. opg. (mm) 5' - 0" (1524)
rgh. opg. (mm) 5' - 0" (1524)
Frame Size (mm) 4' - 11 1/2" (1511)
Glass Size (mm) 57 7/32" (1458)

iFrt 5026
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Mas. opg. (mm) 5' - 4" (1626)
rgh. opg. (mm) 5' - 4" (1626)
Frame Size (mm) 5' - 3 1/2" (1600)
Glass Size (mm) 61 7/32" (1555)

iFrt 5428
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Mas. opg. (mm) 6' - 0" (1829)
rgh. opg. (mm) 6' - 0" (1829)
Frame Size (mm) 5' - 11 1/2" (1816)
Glass Size (mm) 69 7/32" (1758)

iFrt 6030
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Mas. opg. (mm) 7' - 0" (2134)
rgh. opg. (mm) 7' - 0" (2134)
Frame Size (mm) 6' - 11 1/2" (2121)
Glass Size (mm) 81 7/32" (2063)

iFrt 7036
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Mas. opg. (mm) 8' - 0" (2438)
rgh. opg. (mm) 8' - 0" (2438)
Frame Size (mm) 7' - 11 1/2" (2426)
Glass Size (mm) 93 7/32" (2368)

iFrt 8040
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Mas. opg. (mm) 3' - 0" (914)
rgh. opg. (mm) 3' - 0" (914)
Frame Size (mm) 2' - 11 1/2" (902)

iFrt 3016 
over iFdH 3050

7'
 - 

0
" (

21
34

)
7'

 - 
0

 1 /4
" (

21
40

)
6'

 - 
11

 3 /4
" (

21
27

)

Mas. opg. (mm) 5' - 0" (1524)
rgh. opg. (mm) 5' - 0" (1524)
Frame Size (mm) 4' - 11 1/2" (1511)

iFrt 5026 
over iFCA 2646

Construction Details
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Head Jamb & sill

Multiple Assemblies

GBG only available in standard  
round top pattern shown.

details and Elevations not to scale. 

MUltiple ASSeMblieS

Multiple assemblies can be factory mulled 
up to 2 units wide by 2 units high.

MAxiMuM rouGH opEninG:  
not to exceed 96" x 96" or up to 2 units wide 
by 2 units high. Both horizontal and vertical 
field mull kits are available. structural 
mullion reinforcement is required for some 
assemblies.

please consult your local integrity from 
Marvin representative for more information.



All Ultrex SerieS roUnd top MAteriAl perForMAnce
The Integrity® All Ultrex Series Round Top is constructed of a glass reinforced composite. This composite material vastly outperforms  vinyl and 
delivers durability and performance that complements the unique characteristics of Ultrex.

•	 Finish	–	Integrity’s	acrylic	capping	technology	delivers	a	smooth	durable	mechanically	bonded	finish	that	is	up	to	3X	thicker	than	competitive 
	 finishes	for	superior	durability	and	weatherability

•	 Corrosion	Resistance	-	No	change	after	1000	hours	ASTM	Salt	Spray	B117-09	testing

•	 Strength	–	40%	more	tensile	strength	and	rigidity	than	vinyl	to	withstand	shipping,	jobsites,	and	installation	and	deliver	years	of	dependable 
 performance

•	 Expansion/Contraction	-	Expands	and	contracts	60%	less	than	vinyl	providing	dependable	resistance	to	stress	cracks	and	seal	failures	that 
	 can	negatively	impact	window	performance	and	longevity

ALL uLtrEx® sEriEs 
FROM	INTEGRITY

deSiGn preSSUre (dp) rAtinGS
A	design	pressure	rating,	as	defined	by	AAMA/WDMA/
CSA	101/I.S.2/A440-05,	101/I.S.2/NAFS-02,	and	ANSI/
AAMA/NWWDA	101/I.S.2-97,	is	an	indication	of	the	amount	
of	wind	load	an	individual	window	or	door	is	intended	to	
withstand	when	closed	and	locked.	Please	consult	your	local	
integrity® from Marvin representative for more information.

Integrity	products	have	gone	through	HUD’s	materials	
release	process	(Form	No.	1280)	which	allows	them	to	
qualify	under	the	WDMA	Hallmark	Certification	Program	for	
compliance	with	HUD	use	of	materials	bulletin	requirements	
(Form	No.	59b).

Round Top dp50

roUnd top AltitUde liMitS (Feet)
unit siZE 2613 2814 3016 3619 4020 5026 5428 6030 7036 8040

Annealed 4000 4000 4000 4000 5000 6000 6000 7000 8000 10000

tempered 4000 4000 5000 6000 8000 9000 9000 9000 10000 10000

therMAl perForMAnce
integrity All ultrex round top

enerGY dAtA U-Value r-Value ShGc Vt enerGY StAr®

Insulating Glass/LoE
– 
   2-272® - Air 0.32 3.13 0.36 0.63

Insulating Glass/LoE
– 
   2-272® - Argon 0.28 3.57 0.36 0.63 N, NC

Insulating Glass/LoE
– 
   2-272® - Air - GBG 0.32 3.13 0.33 0.56

Insulating Glass/LoE
– 
   2-272® - Argon - GBG 0.28 3.57 0.33 0.56 N, NC

Insulating Glass/LoE
– 
   3-366® - Air 0.32 3.13 0.24 0.57 NC, SC, S

Insulating Glass/LoE
– 
   3-366® - Argon 0.28 3.57 0.24 0.57 N, NC, SC, S

Insulating Glass/LoE
– 
   3-366® - Air - GBG 0.32 3.13 0.22 0.51 NC, SC, S

Insulating Glass/LoE
– 
   3-366® - Argon - GBG 0.28 3.57 0.22 0.51 N, NC, SC, S

strength (tensile)
Comparison of Expansion  

and Contraction

Average Modulus 
(stiffness Measurement)

VinylAu 
round top

VinylAu 
round top

VinylAu 
round top



The All Ultrex Series Round Top is constructed 
of	 a	 glass	 reinforced	 composite	 capped	 with	

Integrity’s	acrylic	finish	technology.	These	dynamic	
windows	are	a	great	way	to	top	off	any	project	and	
are available in standard sizes. Choose from three 
installation	options,	six	exterior	colors	and	several	
glass and lite options to create an individual unit 
or	 pair	 your	 Round	 Top	 with	 another	 All	 Ultrex	
product to create a unique assembly.

+ Glass reinforced composite material complements  
 ultrex’s performance in a radius profile. 

+  Acrylic capping technology delivers consistent finish 
and durability in all six All ultrex series exterior colors.

+  Available nailing fin, installation bracket and through 
 jamb installation.

+  perforated folding radius nailing fin provides for simple 
installation and proper water management.

+ Available factory and field mulling options.

roUnd top WindoWS

A Dynamic Complement
to	top	off	your	design.

ALL ULTREX
S E R I E S

®

Call	1-888-419-0076	for	the	Integrity®	dealer	nearest	you,	or	visit	integritywindows.com

©	2011	Marvin®	Windows	and	Doors.	All	rights	reserved.	®	Registered	trademark	of	Marvin	Windows	and	Doors.
ENERGY	STAR®	and	the	ENERGY	STAR	mark	are	registered	U.S.	marks.	Part	#19981539


